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MATERIAL:
BODY &
INSERT: STAINLESS STEEL PER AMS-5640,

ALLOY UNS S30300, TYPE 1,
OR ASTM A582 TYPE 303, COND. A

CONTACTS: BERYLLIUM COPPER PER ASTM B196,
ALLOY No. UNS C17300, TD04

INSULATOR: ULTEM PER ASTM D5205
FINISH:
BODY &
INSERT: PASSIVATED PER AMS-2700
CONTACTS: GOLD PER ASTM B488, TYPE Il,
CODE C, CLASS 1.27, OVER NICKEL MATERIAL DIMENSIONS ARE IN INCHES TOLERANCES Amphenol
PER AMS-QQ-N-290, CLASS 1, .00005" MIN. - SEE NOTES : UNLESS OTHERWISE SPECIFIED VAV
FINISH: FRACTIONAL:  +1/64 ANGULAR: ))(<.0X' i’!].s(')l 1) ALL DIMENSIONS ARE IN INCHES [MILLIMETERS] m)%{kMV\!eEtEroewSAtev’l(E)
PERFORMANCE: : SEE NOTES DECIMAL: X +030 % QEE%L“%%%%:&:E%%;gsu?zﬂn'}fx West Paim Beach, FL. 33409
SURFAGE AREA. /A o s et e T
IMPEDANCE: 50 OHMS INTERPRET DIMENSIONS AND TOLERANCES 7)%%“\'/5’02&%5@3 2.4mm FEMALE 2 HOLE FLANGE
FREQ. RANGE: DC TO 50.0 GHz. PROPRIETARY PER ASME Y14.5M- 1994 MOUNT W/ SPRING PIN
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