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Network cable - VS-M12FSBP-OE-94B-LI/0,6 V-SKR - 1402882
Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's
documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

Assembled Ethernet cable, shielded, 4-pair, AWG 26 stranded (7-wire), RAL 5021 (sea blue), M12 flush-type
socket, rear wall/screw mounting with M16 thread on free cable end, line, length 0.6 m, customer variants

Key Commercial Data
Packing unit 1 pc

Minimum order quantity 100 pc

Country of origin Germany

Classifications

eCl@ss

eCl@ss 4.0 27250313

eCl@ss 4.1 27250313

eCl@ss 5.0 27143423

eCl@ss 5.1 27143423

eCl@ss 6.0 27143423

eCl@ss 7.0 27449001

eCl@ss 8.0 27061801

eCl@ss 9.0 27061801

ETIM

ETIM 4.0 EC000830

ETIM 5.0 EC000830

UNSPSC

UNSPSC 6.01 31251501

UNSPSC 7.0901 31251501

UNSPSC 11 31251501

UNSPSC 12.01 31251501

https://www.phoenixcontact.com/us/products/1402882
https://www.phoenixcontact.com/us/products/1402882


https://www.phoenixcontact.com/us/products/1402882

05/26/2016   Page 2 / 2

Network cable - VS-M12FSBP-OE-94B-LI/0,6 V-SKR - 1402882
Classifications

UNSPSC
UNSPSC 13.2 39121413

Drawings

Dimensional drawing
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Housing cutout for M16 fastening thread, mounting panel with feed-through
hole (alternatively with surface as protection against rotation)

Schematic diagram

Pin assignment M12 socket, 8-pos., A-coded, view female side

Dimensional drawing
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M12 flush-type connector

Circuit diagram
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M12

Contact assignment of the M12 plug and the M12 socket
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