
WIRE CRIMP
AREA

NOTES:

1. USED FOR:
   A. 600V MAX VOLTAGE RATING
   B. 257 F (125 C) MAX TEMP RATING (UL)
      221 F (105 C) MAX TEMP RATING (CSA)
   C. STRANDED COPPER WIRE ONLY

2. WIRE STRIP LENGTH:  9/32 + 1/32 [7.1 + .8]
                            - 0         -  0

3. MAX WIRE INSULATION DIA .244 [6.20]
   MIN WIRE INSULATION DIA .097 [2.46]

4. MATERIAL:
   A. STAMPING:  NICKEL PLATED BRASS
   B. HOUSING:  TYPE 6/6 NYLON

5. PACKAGING (CONTINUOUS MOLDED ON REEL):
   A. BULK ONLY:  -2K = 2000

6. DIMENSIONS IN BRACKETS ARE IN mm OR mm2

7. COLORS ARE TRANSLUCENT  
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STOP

  *ALSO CSA CERTIFIED FOR USE WITH 2 #16 AWG OR 2 #18 AWG WIRES**ALSO CSA CERTIFIED FOR USE WITH 2 #18 AWG, 2 #20 AWG, OR 2 #22 AWG WIRES

W

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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