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SECTION A-A

NOTES:
  1. INSULATOR MATERIAL: NYLON 9T, UL 94V-0, COLOR: BLACK.    
  2. CONTACT MATERIAL: PHOSPHOR BRONZE.
  3. CONTACT PLATING: SEE PART NUMBER CODING.
  4. CURRENT RATING: 1.1 AMP PER CONTACT.
  5. VOLTAGE RATING: 50 VAC.
  6. INSULATOR RESISTANCE: 1000 MEGOHMS MIN.
  7. CONTACT RESISTANCE: 30 MILLI OHMS MAX.
  8. DIELECTRIC WITHSTANDING: 500V AC.
  9. OPERATING TEMPERATURE:-10 C TO +85 C.
10. PROCESSING TEMP.: 260° C FOR 10 SECS MAX.
11. INSERTION FORCE: 117gf (1.15 N) MAX PER CONTACT PAIR USING A 1.70 mm (.067") STEEL CARD.
12. WITHDRAWAL FORCE: 15gf (0.15 N) MIN PER CONTACT PAIR USING A 1.44 mm (.057") STEEL CARD.
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DETAIL A 
SCALE 10 : 1

I/O PANEL DIRECTION
SECONDARY (SOLDER) SIDE

I/O PANEL DIRECTION
PRIMARY (COMPONENT) SIDE.
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