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REFERENCE STANDARD 1EC60169-11 DRAWING NO. REV DESCRIPTION DATE ECO APPR
THIRD ANGLE PROJ. @9 g | A RELEASE TO MFG. [4-0¢t-13 - AAP/BG
I ELECTRICAL PERFORMANCE - INSULATOR AND CONTACT SUB ASSEMBLY
: SHOWN AS SEPERATE VIEW 24-Apr-l4 ] 2725 | RAK/BG
NOMINAL [MPEDANCE 050 O
FREQUENCY RANGE : DC-3.0 GHz
VSWR Co LTS MAX.
INSERTION LOSS © 0.100 dB MAX. (@ 3.0 GHz)
PIM © o160 dBe MAX. (2x43dBm)
INSULATION RESISTANCE © 5000 MCY MIN.
D.W.V : 2000 VRMS
CONDUCTOR RESISTANCE : OUTER CONDUCTOR 0.5 m{) MAX.
INNER CONDUCTOR 1.0 m{) MAX.
SCALE 1.000
I'l. MECHANICAL PERFORMANCE
NUT - TORQUE D 10-12 N-m 0.965" [24.50) REF.
NUT - WHORL PULL : 500 N
TENSILE FORCE (CABLE-CONNECTOR) : 150 N
TORSION (CABLE-CONNECTOR) 0 0.30 N-m / \
[11 . MATERTAL AND PLATING -
INNER CONDUCTOR . BRASS, PLATING = Ag (5pm MIN.) 0 744 (]
OUTER CONDUCTOR . BRASS, PLATING = COPPER-TIN-ZINC (2pm MIN.) [18 90]
NUT : BRASS, PLATING = NI (Sum MIN. ) '
GASKET . SILICONE RUBBER
INSULATOR . PTFE ]
[V. ENVIRONMENTAL - % :
TEMP. RANGE c -40°C TO +85°C A
WEATHER STANDARD - 1EC 60068 40/ 85/ 2| N I e e e B B Y
THERMAL SHOCK © MIL-STD 202, METHOD 107, CONDITION B [3.90]
VIBRATION o MIL-STD 202, METHOD 204, CONDITION B *
SHOCK © MIL-STD 202, METHOD 213, CONDITION | X7
WATERPROOF ING STANDARD : [P 67
V. USE ASSEMBLY [INSTRUCTION: 349-5088I -
VI. ROHS COMPLIANT
4.179.5 MALE —
! INTERFACE
o.\65”f8-0‘2 0.984" [ZS,Omm}AA-W
4.20mmf8-30mm
0.866 ON HEX/ 0.551 ON FLATS
0.008" x 45° [22.00] [14.00]
[0.20mm x 45°]
TINNED BRAID JACKET
OR
CoppER TuBE (IF APPLICABLE)
RECOMMENDED CABLE
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2 PLACE DECIMAL 3 PLACE DECIMAL ANGLES
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