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MECHANICAL : | b '
CONTACT: GOLD/NICKEL OVER COPPER ALLOY
INSERT: BLACK NYLON
| GASKET: BLACK EPDM
RECEPTACLE SHELL: NICKEL PLATED BRASS . -
WIRE: 14 AWG CONDUCTORS, PPE Wire type wire length
14/1C AWG PPE MO0S = 0.5 Meter
WIRE MARKING: xxxxx ECOWIRE TM 14 AWG ExxxxxX MO10 = 1 Meter
RU AWM 11028 105C 600V VW-1 ——- ML00 = 10 Meter
CRU AWM I A/B 105C 600V FT1 CE ROHS
ELECTRICAL e g8zl [MT CUNESS SPECIFIED) "INGHIMM w1 | Tion |© CIZHRDANGLE
VOLTAGE RATING: 300V AC/DC 2 =55 mm_] INCH o9 °AT " M12-POWER ASSEMBLY
=1 S35 3|3 =0 o o WOLDEGE 2013/06/18
| AMPERAGE: 16A i%“gggv T 4-POLE MALE FLANGEMOUNT
E S2§2|5\e/=0 [2PLACES] =15 | =010 |BRUPERT 14/1C AWG PPE WIRE LEADS
ENVIRONMENTAL =35Zcg® A =020 o ooDMAN. 201311217] ©98  MOLEX INCORPORATED
F’RD-l—E[:-l—:[DN= IP67 '<T: 5 i E Z DRAFT WH_ERE MATERIAL NO. DOCUMENT NO. SHEET NO.
EZ=%g APPLICABLE SD-120502-001 10F 1
° ° wo o< MUST REMAIN SIZE
OPERATING TEMP: —20°C TO 105°C E ~ WITHIN DIMENSIONS . INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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